
MSG 108 - RED FD08 CIBX EOC PROCEDURE UPDATES 

END OF PAGE 1 OF 3, MSG 108 

GROUP FD07 1 
 2 
 3 

SETUP 4 
 5 
AC07 1.  √CRIM_TEMP:  18°C–22°C 6 
               7 

* If CRIM_TEMP < 18°C or > 22°C,  * 8 
*    √MCC  * 9 

 10 
 2. Open CIBX CRIM–M outer door 11 
  Remove CIBX CRIM–M inner door, temp stow 12 
 13 
 3.  √HEATER sw – ON 14 
   √HEATER lt – on 15 
 16 
 17 

LMA OPERATIONS 18 
 19 

 4. Open 37°C door 20 
  √Temp strip = 37°C ±2°C 21 
 22 
 5. Remove LMA tray #1, temp stow 23 
 24 
 6. Close 37°C door 25 
 26 

7. Perform operations for LMA tray per back of LMA tray 27 
 28 
 8. Open 37°C door 29 
 30 
 9. Replace LMA tray  #1  31 
 32 
 10. Close 37°C door 33 
 34 
 11. Replace CIBX CRIM–M inner door with arrow pointing down 35 

 36 
 12. Close, latch CIBX CRIM–M outer door 37 
 38 
 13. Record MET:  _____/_____:_____ (LMA OPERATIONS complete) 39 

 40 
 41 
 42 
 43 
 44 
 45 
 46 
 47 
 48 
 49 
 50 

51 



MSG 108 - RED FD08 CIBX EOC PROCEDURE UPDATES 

END OF PAGE 2 OF 3, MSG 108 

GROUP FD11 1 
 2 
 3 

SETUP 4 
 5 
AC07 1. √CRIM_TEMP:  18°C–22°C 6 
               7 

* If CRIM_TEMP < 18°C or > 22°C, * 8 
*  √MCC  * 9 

 10 
 2. Open CIBX CRIM–M outer door 11 
  Remove CIBX CRIM–M inner door, temp stow 12 
 13 
 3. √HEATER sw – ON 14 
  √HEATER lt – on 15 
 16 

LMA OPERATIONS 17 
 18 

 4. Open 37°C door 19 
  √Temp strip = 37°C ±2°C 20 
 21 
 5. Remove LMA tray #1, temp stow 22 
 23 
 6. Close 37°C door 24 
 25 

7. Perform operations for LMA tray per back of LMA tray 26 
 27 
 8. Open 37°C door 28 
 29 
 9. Replace LMA tray #1  30 
 31 
 10. Close 37°C door 32 
 33 
 11. Replace CIBX CRIM–M inner door with arrow pointing down 34 

 35 
 12. Close, latch CIBX CRIM–M outer door 36 
 37 
 13. Record MET:  _____/_____:_____ (LMA OPERATIONS complete) 38 

 39 
 40 
 41 
 42 
 43 
 44 
 45 
 46 
 47 
 48 
 49 
 50 

51 



MSG 108 - RED FD08 CIBX EOC PROCEDURE UPDATES 

END OF PAGE 3 OF 3, MSG 108 

DEACTIVATION 1 
 2 
 3 

SETUP 4 
 5 
AC07 1. √CRIM_TEMP:  18°C–22°C 6 
               7 

* If CRIM_TEMP < 18°C or > 22°C, √MCC * 8 
 9 
 2. Open CIBX CRIM–M outer door 10 
  Remove CIBX CRIM–M inner door, temp stow 11 
 12 
 3. √HEATER sw – ON 13 
  √HEATER lt – on 14 
 15 

DMDA–1 µg–2 OPERATIONS 16 
 17 

 4. Unscrew CIBX–A1 locking pin (turn ccw until stop) 18 
  Record counter number and log below 19 
 A1: _  _________ 20 
 21 
 5. Manually rotate CIBX–A1 shaft cw six revolutions 22 
  √Position indicator arrows aligned 23 
  Record counter number and log below 24 
 A1: _  ________ 25 
 26 
 6. Lock CIBX–A1 locking pin (turn cw until stop); ensure position indicator 27 

arrows remain aligned 28 
 29 
 7. Replace CIBX CRIM–M inner door with arrow pointing down 30 

 31 
 8. Close, latch CIBX CRIM–M outer door 32 

 33 
 9. Record MET:  _____/_____:_____ (DMDA–1 µg–2 OPERATIONS complete) 34 

 35 
 36 
 37 
 38 
 39 
 40 
 41 
 42 
 43 
 44 
 45 
 46 
 47 
 48 
 49 
 50 


